M. ). MAILLIS SEemMI-AUTOMATIC

RoTtarRYy ARM
WULFTEC.com STrRETCH WRAPPERS

=

WRT-100

Wall or Column-Mounted Unit

Up to 50 loads per hour®

Maximum load size:

56"W x 56”L x 80"H ) )
Maximum load size:

80" di |

i dingonay T 56"W x 56°L x 80°H

Machine dimensions: :

,, A A YEAR (80" diagonal)

130"W x 135%"L x 119 7/s"H ~ WARRANTY = : : st

12 RPM variable speed < AT WA . Machine dimensions:
J -, SERIES | 130°W x 165%%"L x 117%%"H™*

| . 12 RPM variable speed

WRT-150
Floor-Mounted Free Standing Unit
Up to 50 loads per hour*

>

MAIN PERFORMANCE FEATURES:

« Separate up and down carriage speeds
« Separate top and bottom wrap selectors (0-9)
- wrap patterns can be set for optimum load containment
+ Top cover pause switch
- Top sheet can be manually inserted for splash proof protection
WRT-175
3-Legged Free Standing Unit
S Up to 50 loads per hour*
E Maximum load size:
+ Up to 50 loads per hour + Unlimited load weight capacity - 56™W x 56”L x 80"H
+ 20" NO-THREAD® powered pre-stretch « Heavy-duty structural steel construction - (80" diagonal)
carriage with 50-300% pre-stretch * Nema 4/12 control cabinets '. N Machine dimensions:
« 25" ring gear bearing drive/support - superior protection against water and dust [ 130"W x 1467L x 122"H**
* 12 RPM variable speed - quick disconnect for easy & fast installation 12 RPM variable speed

ALL WuLrtec® Semi-AuToMAaTic ROTARY
ARM MACHINES FEATURE COMMON BENEFITS:

[ ; i
T BBl T Ml THE WULFTEC ADVANTAGE :

4-l egged Free Standing Unit Al s
- Allen Bradley PLC for more flexibilit
Up to 50 loads per hour* y Y

: il - AC variable frequency drives and motors
Maximum load size: ;
56"W x 56”L x 80°H _ - Heavy-duty steel construction
(80 diagonal) - - NO-THREAD® powered pre-stretch carriage
Machine dimensions: - Quick disconnects throughout for ease of
130"W x 141%°L x 117%"H*™ installation and maintenance
12 RPM variable speed - Superior warranties

- * 4-YEARS UNLIMITED CYCLE WARRANTY

* 10-YEAR WARRANTY ON THE RING-GEAR

* 10-YEAR WARRANTY ON STRUCTURAL FRAME
* LIFETIME WARRANTY ON PRE-STRETCH

EXCLUSIVE ELEMENTS ROLLERS’ BLUE COMPOUND

NO-THREAD® POWERED g} .
PRE-STRETCH CARRIAGE e ALLEN BRADLEY - PLC
50-300% PRE-STRETCH { * PROGRAMMING FLEXIBILITY

* SAFE AND FAST LOADING PROCESS o o ALLEN BRADLEY
* ACCESSIBLE VIA MODEM

*LExAN GATE SAFETY COVER " AR n' VARIABLE FREQUENCY DRIVES

*  Production rate based on load size and configuration.

*DoUBLE LATCH SAFETY GATE LOCK
*VIRTUALLY SILENT OPERATION
* EXCELLENT FILM STRETCHING PERFORMANCE = iy e o e R TaCOEE L . * ACCURATE SPEED CONTROL
* MamnTenance Free AC MOTOR WITH VARIABLE \ " * Easy picitaL REaDOUT

FREQUENCY DRIVE FOR CORNER COMPENSATION ) | + EXCELLENT REPEATABILITY OF SETTINGS
* LIFETIME WARRANTY ON PRE-STRETCH ROLLERS’ i N MAaINTENANCE FREE

BLUE COMPOUND -

* Easy TROUBLE SHOOTING . N * Easy seT-up

WE FEAR NO PACKAGING CHALLENGE
www.wulftec.com




